




� The steam piping must not have any sharp bends.

� Do not direct the steam jet against walls, seats or other 

objects. Always keep a space of at least 80 cm clear in front 
of the steam nozzle.

� There must not be any water pockets in the steam piping 

or ventilation ducts. IMPORTANT! There must not 
be any kind of blockage in the steam piping (e.g. taps or 

valves). The internal diameter of the steam piping must not 
be reduced.

� All steam rooms in continuous use for more than two hours 
must have an air exchange rate of 10-20 m³ air per person 
per hour.

� The power supply for the steam generator must not be cut 

o  . Therefore avoid installing a power switch, etc. in the 
power supply line.

� The drain pipe must have a continuous fall all the way from 
the steam generator to the drain.

� The ambient temperature for the steam room and steam 
generator must not exceed 35°C.

� The sensor must be located as far from the steam jet as 
possible.

� Descale the steam generator regularly in accordance with 

the instructions, refer to the heading �Descaling�. In areas 
with hard water, exceeding 4°dH hardness, a water softener 
or Tylö MACH 2020 water softener must be installed (Tylö 
Item no. 9090 8025)

� Clean the steam room regularly

� NB! The steam generator drain must always lead to a drai-

nage channel outside the steam room. The steam generator 
empties its tank 1 hour after each bath, the water will then be 
80-85°C!.

� WARNING! There is a jet of hot steam from the steam 

nozzle. Never leave small children unattended.

� This appliance can be used by children aged from 8 years 
and above and persons with reduced physical, sensory or 
mental capabilities or lack of experience and knowledge 
if they have been given supervision or instruction concer-
ning use of the appliance in a safe way and understand the 
hazards involved.

� Children shall not play with the appliance.

� Cleaning and user maintenance shall not be made by child-
ren without supervision.

IMPORTANT! 

General
Plumbing installation � to be performed by a quali ed plumbing installer. Electrical installation � to be performed by a quali ed electrical 
installer.
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Fig. 4 Tylö Steam Generator Home type, dimensions in millime-
ters

Fig. 5 Tylö Steam Generator Commercial type, dimensions in 
millimeters



Pipework installation

Fig. 6 Home type steam generator 
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Electrical installation

Fig. 11

Fig. 11



Fig. 12
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Spare parts list



Trouble shooting

Remedy: Increase the amount of ventilation. If the air exhaust 
valve extracts less than 10-20 m³ of air per person per hour, there 
is insu   cient ventilation. Can occur if the air exhaust valve is not 
connected to a mechanical exhaust, or if a water pocket is block-
ing the ventilation duct.

Remedy: Reduce the temperature of the incoming air to max. 
35°C.

Remedy: Ensure that the surrounding temperature does not 
exceed 35°C.

Remedy: The thermometer must be located approx. 150 - 170 cm 
above  oor level and as far away from the steam jet as possible.

Remedy: Change to a higher power steam generator.

Remedy: Reduce the amount of ventilation. Must be 10-20 m³ air 
per person per hour.

Remedy: Change the fuse(s).

Remedy: Raise the surrounding temperature or change to a hig-
her power steam generator.

Remedy: Change the pipe element.

Remedy: Move the sensor or change the direction of the steam 
jet.

Remedy: Change the fuse(s).

Remedy: Open the tap that is connected to the pipe for incoming 
water to the steam generator, and inspect the hose for a kink or 
similar.

Remedy: Check the time and temperature settings on the control 
panel.

Remedy: Remove the  lter, that is placed in connection to the 
incoming water and clean foreign objects and particles from it.

Remedy: Remove the solenoid valve and clean out foreign ob-
jects and particles.

Remedy: Change the water tank, complete with the element and 
electrodes.

Remedy: Check the voltage and the generator connections, refer 
to the wiring diagram.

Remedy: Check for and rectify any faults in the steam pipe, e.g. 
blockage due to several sharp bends, water pockets or drastically 
reduced internal diameter. Alternatively the tank may be full of 
deposits, see above.

Remedy: Change the faulty component.

Remedy: Change the pipe element.

Remedy: Remove and clean the solenoid valve or rectify the 
electrical fault.

Remedy: Change the solenoid valve.

Remedy: Change the circuit board

Remedy: Take out and clean the electrodes. Rub with a cloth until 
all deposits have been removed.

Remedy: Eliminate the water pocket.

Remedy: Insulate the steam pipe.

Remedy: Take out and clean the electrodes. Rub with a cloth until 
all deposits have been removed.

Remedy: Switch o   the steam generator. Test again after 80 mi-
nutes. If the fault persists, remove the motorized ball valve for the 
automatic drain function and clean it.



Remedy: Using clamps,  rmly secure the incoming water piping to 
the wall.

Remedy: Replace 1 meter of the water piping closest to the steam 
generator by a  exible type, e.g. armored rubber hose that can 
withstand the water pressure.

Remedy: Remove the blockage.

Remedy: Change the pipe or joint component that is causing the 
reduction (internal diameter min. 12 mm).

Remedy: Change the bends, they must be gently rounded (mini-
mum radius 50 mm).

Remedy: Adjust the water pipe to eliminate the water pocket.

Remedy: Descale several times with  ushing in between. Change 
the water tank, complete with the element and electrodes, if that 
did not work.

Remedy: Move the sensor or change the direction of the steam 
jet.

Remedy: Remove and clean the dirt  lter.

Remedy: Replace the fuse in accordance with Fig. 13.



Tampering with the device may only be performed by quali ed personnel



Fig 20: Symbol



User guide
Control panel Pure and Elite, see separate guide.

Elite

Pure 
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WARNING! The water in the tank 
is hot

Note! The steam room must 
NOT be used during descaling!


